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Congratulations on choosing JASIC equipment! This operating manual contains
important information on the use and maintenance of this product, as well as safe handling
of the product. Please refer to technical parameters of the equipment in Technical Parameter
in this manual, and read the manual carefully before using the equipment for the first time.
For your own safety and that of your working environment, please pay particular attention to
the safety instructions in the manual and operate the equipment according to the instructions.
For more information on JASIC products, please contact JASIC Technology, consult an
authorized JASIC dealer or visit JASIC website at www.jasictech.com.

Disclaimer
Shenzhen JASIC Technology Co., Ltd. solemnly promises that this product is manufactured according
to relevant domestic and international standards, and that this product conforms to EN60974-1
International Safety Standard. The relevant design scheme and manufacturing technology adopted in this
product are protected by patents.

1. While every effort has been made to ensure that the information contained in this manual is accurate
and complete, no liability will be accepted for any errors or omissions due to the operation not according
to this manual.
2. JASIC reserves the right to change the manual at any time without prior notice.
3. Though contents in this manual have been carefully checked, there might be inaccuracies. Please
contact us in case of inaccuracy.
4. Do not copy, record, reproduce or transmit the contents of this manual without prior permission from
JASIC.

Manufacturer: Shenzhen JASIC Technology Co. Ltd
Registered Trademark: JASIC
Registered Address: No.3 Qinglan 1st Road, Pingshan District, Shenzhen, Guangdong, China
Postcode: 518118
Tel: +86 (0755) 8670 6250 Fax: +86 (0755) 27364108
Website:www.jasictech.com E-mail: sales@jasictech.com

http://www.jasictech.com.
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For your safety, please read this manual carefully before installing and

operating this JASIC equipment.

Pay extra attention to all content marked with " ".

All operations must be carried out by professional, suitably qualified

persons!
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1. Safety precautions

1.1. General safety

Warning! During welding, arc and cutting smoke may cause harm to you and
others. Therefore, you shall take protective measures during welding. For details,
refer to the safety protection guidelines for operators that meet the
manufacturer's accident prevention requirements.

Only qualified personnel should operate this machine!
·Always use the appropriate personal protective equipment.
·The operator must be a special equipment operator with a valid Metal Welding
(Gas Cutting) Operation certificate!
·Do not carry out any maintenance with the power on the machine

Electric shock——May cause serious injury or even death!
·Install grounding devices according to application standards.
·Do not touch any live parts with your exposed skin, wet gloves, or wet clothes.
·Make sure that you are insulated from the ground and the workpiece.
·Make sure that the workstation is safe.

Fumes and gases——May be hazardous to your health.
·Locate the equipment in a well-ventilated position and keep your head out of
the fume. Do not breathe the fume.
·When welding, use ventilation or extraction devices to maintain a
well-ventilated working environment.

Arc rays——May injure the eyes and burn the skin.
· Use a suitable welding mask and wear protective clothing to protect your eyes
and body.
·Protect bystanders from hazards with suitable masks or shading curtains.

Improper use and operation may lead to fire or explosion
·Welding sparks may cause a fire. Please confirm that there are no flammable
materials near the welding station and pay attention to safety and fire
prevention.
·The fire extinguishing devices shall be set up nearby and the trained personnel
proficient in using them shall be available.
·Do not weld any closed containers.
·It is prohibited to use the machine for pipeline thawing.
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Hot workpieces may cause serious burns
·Do not touch hot workpieces with bare hands.
·There should be a cooling time when using the welding torch continuously.

Noise——Excessive noise may be harmful to hearing
·Protect your ears with ear shields or other hearing protectors.
·Remind nearby personnel that noise may be potentially hazardous to hearing.

Magnetic field affects cardiac pacemaker
·Before consulting a doctor, pacemaker users should stay away from the
welding site.

Moving parts may cause personal injury
· Keep away from moving parts such as fans.
·Various protective devices such as doors, panels, covers, and baffles, etc.
should be tightly closed and put in place.

Fault--When encountering difficulties, seek help from professionals.
·For difficulties during installation and operation, please follow the relevant
content of this manual for troubleshooting.
·If you still cannot fully understand the content contained in this manual after
reading, or cannot solve the problem as per the instructions in this manual,
immediately contact your supplier or the service center of JASIC to seek
professional assistance.
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1.2. Other precautions
Warning! If the equipment tips over or falls, it may be damaged, or personal
injury may result. Therefore, refer to the handling and placement methods
indicated on the outer package and use a trolley or similar handling
equipment with a sufficient load-carrying capacity to handle the equipment.
Warning! The handle or strap on the welder is only suitable for carrying the
welder by hand. When lifting the welder using a crane or other machines, put
the welder in a container with a sufficient load-carrying capacity and then lift
the welder together with the container.
Warning! The welder is installed with an overvoltage, overcurrent, and
overheating protection circuit. When the mains voltage, output current, or
internal temperature of the machine exceeds the set standard, the welder
stops working automatically. However, using the welder in an over-limit (such
as overvoltage) conditions may cause damage to the welder. Therefore, you
need to pay attention to the following conditions.

1) When the operator's movement is limited by the surroundings (for example, the operator
can only bend his knees, barefoot, or lie down during operation), the operator shall practice
proper insulation and avoid direct contact with conductive parts on the equipment.
2) Do not use the welder in closed containers in narrow spaces where conductive
components cannot be removed.
3) Do not use the welder in humid environments where the operator is prone to the risk of
electric shock.
4) Do not weld in sunlight or rain, and no water or rainwater shall seep into the welder.
5) Do not perform gas shielded welding in an environment with strong air flow.
6) Avoid using the welder in dusty area or environment with corrosive chemical gas.
7) The ambient temperature should be -10℃ to 40℃ during operation and -25℃ to 50℃
during storage.
8) The welding should be performed in a relatively dry environment with a humidity of not
more than 90%.
9) The inclination of the welder should not exceed 10°.
10) Ensure that the input power voltage does not exceed ±15% of the voltage rating of the
machine.
11) Be cautious that the welder may fall from a high place during welding.

2. Description of symbols
Warning! Read the explanation Current unit "A"

WEEE tag Time unit

Overheat indicator Percentage
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Abnormality alarm indicator Frequency unit "Hz"

VRD function indicator Lift TIG

Warning tag Wireless remote control indicator

MMA mode Pairing of minimalist wireless
remote controller (optional)

MMA current Remote control key

Hot start current of MMA Smart gas

Arc force of MMA Water cooler function

Other function switching Parameter adjustment and
confirmation key

Welding mode switching DC mode

HF arc starting mode Pulse mode

Easy mode Storage

Call AC TIG mode

DC TIG mode Mixed TIG mode

3. Product overview
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This is a digital inverter AC/DC welder featuring advanced technology which provides

complete functions and excellent performance. It supports AC TIG (optional square wave,

triangular wave, and sine wave), AC pulse TIG, DC TIG, DC pulse TIG, SMAW (DC), TIG

spot welding (DC/AC), and simple mode. It can be widely used for fine welding of various

metal materials. The unique electrical structure and air passage design inside the machine

increases the dissipation of heat generated by power devices, thus improving the duty cycle

of the machine. Due to the unique air passage, the equipment can effectively prevent

damage to power devices and control circuits from dust drawn in by the fan, thus greatly

improving the reliability of the equipment.
Note: The functions described below are only an overview of the series. The specific
functions may depend on the model.

The main functions are:
 Multiple welding modes and optional torch control mode.
 Real-time output current and voltage display: Easily displays the output state of the
welder.
 Dynamic LED display of operating state: Displays the current operating state in real
time.
 Anti-stick function: Prevent excessive output current from burning the electrode and
base metal when electrode sticks.
 VRD function: Protects the operator from high-voltage electric shock when the machine
is not working.
 MMA hot start function: Makes MMA arc starting easier and more reliable.
 Smart fan control: Prolongs the lifespan of the fan, reduces accumulation of dust inside
the machine, saves energy and reduces noise.
 TIG welding supports both contact and non-contact arc starting. For the non-contact arc
starting, there is a built-in high-voltage arc starting circuit, which achieves an arc starting
success rate of 99%.
 Parameters are automatically saved before shutdown, and the parameters and state
saved are restored after starting again.
 Compatible with various remote control methods: The power source supports
analog/digital remote control torch, wired/wireless foot pedal controller, wired/wireless
handheld remote controller, wireless welding helmet, and mobile APP remote control ( The
interface of APP remote control is optional ).
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4. Technical parameters
Item Unit Parameters

Product model / TIG320PACDC

Power supply
voltage

VAC
400V±15%

Input frequency Hz 50/60

Rated input power
(AC400V)

kVA 10.14@TIG 11.55@MMA

Output current range
(TIG) A DC: 10～320; AC: 20～320

Output current range
(MMA) A 10～270

Rated working
voltage

(AC400V)
V 22.8@TIG 30.8@MMA

Arc force range A 0～100
Hot start current

range
A 0～80

No-load voltage V 72
VRD voltage V 9.5

AC output frequency Hz 50～200

AC balance % 20～60

Base current A DC: 10～320; AC: 20～320

Pulse frequency
(DC)

Hz 0.5～200

Pulse frequency
(AC)

Hz

AC frequency: 50Hz
Pulse frequency: 0.5-5Hz
AC frequency: 200 Hz

Pulse frequency: 0.5-20Hz
Pulse duty factor % 5～95

Mixed frequency
(Mix mode)

Hz

AC frequency: 50Hz
Mixed frequency: 1~5 Hz
AC frequency: 200 Hz

AC/DC MIX frequency: 1~20 Hz
Mixed duty ratio % 5～95

Pre-flow time S 0～10
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Post-flow time S 0～50

Up-slope time S 0～15

Down-slope time S 0～15

Spot welding time
S

Arcing time Tspot: 0.01～10; Arc extinguishing time

Ttakt: 0.1～10

Remote controller

- Digital remote torch, analog remote torch,
wired/wireless pedal controller, wired/wireless
handheld remote controller, wireless welding

helmet, and mobile APP

Arc start mode / HF and Lift-TIG

Duty cycle %
TIG: 30%
MMA: 30%

Efficiency % ≥80

Standby power W ≤10

Insulation class / H

Protection class of
housing

/ IP23S

Dimensions L*W*H mm 568*230*416

Dimensions of
package L*W*H

mm 680*320*565

Net weight Kg 23.8
Overall total weight Kg 26.5

Static and external
characteristics

/ CC

Pollution level / Level 3
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5. Installation

Warning! All connections shall be made with the power supply turned off.
Warning! Electric shock may cause death; after power failure, there is still a
high voltage on the equipment, do not touch the live parts on the equipment.
Warning! Incorrect voltage may damage the equipment.
Warning! This product meets the requirements of Class A equipment in EMC
requirements and is not to be connected to a residential low-voltage power
supply grid.

5.1. External interface description

(Front panel view) (Rear panel view)
a. Power switch
b. Input power line
c. Positive polarity
d. TIG welding torch gas connector
e. Negative polarity
f. Nine-pin aviation socket
g. Program download and function expansion interface
h. Reserved interface for external water cooler
i. Wireless receiver module

5.2. Power installation

Warning! The electrical connection of the machine must be completed by
electricians with qualification certificates.
Warning! All connections shall be made with the power supply turned off.
Warning! Incorrect voltage may damage the equipment.

1) Connect the welder with voltage grade corresponding to its input voltage. Do not
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connect it to the wrong grade.
2) Ensure that the input power cable is in good contact with the power terminal or socket.
3) Ensure the input voltage value is within the specified input voltage range.
4) Ground the power supply well.
5) Ensure that the welder power switch is turned off.

(Wiring diagram)
Note! If the input cable needs to be extended, please use a cable with larger
cross-sectional area to reduce the voltage drop, 4x2.5mm2 or more is recommended.

5.3. MMA electrode holder and earth cable connection
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(Wiring diagram)
Pay attention to the polarity of wiring before performing MMA welding. Generally, there are
two connection methods of DC welder: DCEN and DCEP.
DCEN: The electrode holder is connected to the negative polarity, and the workpiece is
connected to the positive polarity;
DCEP: The electrode holder is connected to the positive polarity, and the workpiece is
connected to the negative polarity.
The operator can also choose the polarity of the connection based on the base metal and
electrode. Generally speaking, DCEP is recommended for basic electrodes (i.e., electrode
holder connected to the positive polarity), while no special provisions are made for acid
electrodes.
1) Ensure that the power switch of the welder is open.
2) Insert the cable plug with the electrode holder into the corresponding socket on the front
panel of the welder and tighten it clockwise.
3) Insert the cable plug with earth clamp into the corresponding socket on the front panel of
the welder and tighten it clockwise.
Note! If you want to use long secondary cables (electrode holder and earth cable),
you must ensure that the cross-sectional area of the output cable is increased
appropriately in order to reduce the voltage drop due to the cable length.

5.4. TIG welding torch and earth cable connection

1) Ensure that the power switch of the welder is open.
2) Insert the cable plug with the electrode holder into the positive socket on the front panel of
the welder and tighten it clockwise.
3) Insert the cable plug of the welding torch into the corresponding negative socket on the
front panel of the welder and tighten it clockwise.
Note! The positive and negative polarities should not be reversed as this will prevent
normal welding operation.
4) Insert the gas connector of the welding torch into the gas outlet on the front panel.
5) Connect the gas hose of the argon cylinder to the inlet nozzle on the rear panel of the
machine.
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(Wiring diagram)
Note! If you want to use long secondary cables (electrode holder cable and earth
cable), you must ensure that the cross-sectional area of the cable is increased
appropriately in order to reduce the voltage drop due to the cable length.
6) In AC TIG welding mode, shorten the power cable as much as possible. If the cable must
be extended, pay attention to the following:
● Bind the cables for the base metal and the welding torch together before placement.
● Straighten the cable as much as possible.
● If the cable cannot be straightened, place the welding torch cable across the cable
connected to the base metal.
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● If excessive cable must be wound up, refer to the following good practices
Bad practice Good practice

Do not wind up the excessive cable along the
same direction.

Wind up the same number of turns in the
cable winding direction and the opposite
direction (the wiring harnesses in the two
directions should keep a similar number of
cable turns), and stack them together.



Page 17

5.5. Wired handheld remote controller connection

(Wiring diagram)
Insert the aviation plug of the handheld remote controller directly into the corresponding
aviation socket of the machine.
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6. Control panel and function

6.1. HD digital panel

6.2. Function table of panel

a
Enable
remote
control

1. Before welding, press the remote control

function key to enable the remote control
function;

2. If the indicator is on, it indicates that the

remote control function is enabled. If the remote
controller is connected, the remote controller
controls the welding current. If no remote
controller is connected, the welding current is
controlled by the panel adjuster.

3. If the indicator is off, it indicates that the

remote control function is disabled; and the
welding current is controlled by the panel
adjuster.

j
i

c

h
b

a

g

e
d

f
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b

Protective
indicators

If the overheat indicator is on, it indicates that
the welder is in overheat protection, sends an
alarm, and stops output.
When the abnormality alarm indicator is on, it
indicates that the welder has an abnormality
during startup self-test or welding, and the
welder sends an alarm and stops output.

If the VRD indicator is on, it indicates that the
VRD function is enabled.

c

Easy mode

When the indicator is on, it indicates that the

welder enters the easy mode, the water cooling
function is enabled automatically. In individual
welding modes, only the given current of the
panel can be adjusted (other corresponding
parameters can be matched automatically).
Note: The remote control function is not
supported in the easy mode!

d Smart gas

When the indicator is on, it indicates that the

welder enters the Smart Gas mode. The Smart
gas function automatically matches the
appropriate post-blowing time according to the
user's welding specifications, which can
effectively save argon gas consumption.
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e
Water
cooler
control

1. Press the water cooler control key to
enable or disable water-cooled mode.

2. When the indicator comes on, the water

cooling mode is enabled. The water cooling
mode is enabled, but no welding is done. After 2
minutes, the host shuts off the power supply of
the water cooler automatically, so the water
cooler enters the energy-saving standby mode.
When there is a current output from the welder,
the water in the water cooler begins circulating;
however, the host will shut off the power supply
of the water cooler automatically 5 minutes after
no current is output from the welder, so the
water cooler enters the energy-saving standby
mode.
3. Water-cooled mode is recommended when
the water-cooled torch is in use; otherwise, the
welding torch will be easily damaged.

f
TIG

parameter
s

Tpre Pre-flow time indicator. When the indicator is
on, it indicates the pre-flow gas shielding time.

Is Initial current indicator. When the indicator is on,
it indicates the initial current.

Tup Up-slope time indicator. When the indicator is
on, it indicates the time until the initial current
reaches the peak current.

Ip Peak current indicator. When the indicator is on,
it indicates the welding current.

Ib Base current indicator. When the indicator is on,
it indicates the pulse base current.

Tdown Down-slope time indicator. When the indicator is
on, it indicates the time until the peak current
drops to the finish current.

If Finish current indicator. When the indicator is
on, it indicates the finish current.

Tpost Post-flow time indicator. When the indicator is
on, it indicates the post-flow gas shielding time.

AC frequency indicator. When the indicator is
on, it indicates the AC arc welding frequency.
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AC balance indicator. When the indicator is on,
it indicates the ratio of tungsten anode time to
the AC cycle.
Pulse width indicator. When the indicator is on,
it indicates the ratio of peak current time to
pulse period.

Pulse frequency indicator. When the indicator is
on, it indicates the working frequency when
there is a pulse during arc welding.

Spot welding indicator. When the indicator is on,
it indicates that the machine is in spot welding
mode.

Spot weld time indicator. When the indicator is
on, it indicates the arcing time.

Takt time indicator. When the indicator is on, it
indicates the interval time of spot welding.

Mixed frequency indicator. When the indicator is
on, it indicates the mixed TIG working
frequency.

Mixed duty-cycle indicator. When the indicator is
on, it indicates the ratio of the DC running time
to the mixing period.

g Parameter
adjustment
knob

1. Rotate the adjustment knob to adjust the
parameters.
2. Rotate the knob clockwise to increase the
value, and counterclockwise to decrease the
value.
3. When the knob is rotated, the adjustment is
displayed in the parameter display area. The
progress bar on the left side of the knob is
adjusted proportionally with the value.

Press the welding mode button to switch
the welding mode.

1. AC TIG indicator. When the indicator is on, it
indicates that the machine is in AC TIG mode.
AC output is suitable for welding aluminum,
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h Function
selection

magnesium, and their alloys.

2. DC TIG indicator. When the indicator is on, it
indicates that the machine is in DC TIG mode.
DC output is suitable for welding thicker
aluminum and magnesium and their alloys.

3. Mixed arc welding indicator. When the
indicator is on, it indicates that the machine is in
mixed arc welding mode.
DC+AC (square wave, triangular wave, and
sine wave) output is suitable for welding
aluminum, and magnesium and their alloys.

4. MMA indicator. When the indicator is on, it
indicates that the machine is in MMAmode.

Press the operation mode key to switch
the operation mode.
1. 2T indicator. When the indicator is on, it
indicates that the torch operation is in 2T mode.
2. 4T indicator. When the indicator is on, it
indicates that the torch operation is in 4T mode.
3. Repeat mode indicator. When the indicator is
on, it indicates that the torch operation is in
repeat mode.
4. Spot welding indicator. When the indicator is
on, it indicates that the machine is in spot
welding mode.

Press the pulse selection key to switch
between pulse and no-pulse.
1. No-pulse indicator. When the indicator is on,
it indicates that the machine is in the no-pulse
mode.
2. Pulse indicator. When the indicator is on, it
indicates that the machine is in the pulse mode.
Generally, the low-frequency pulse frequency is
0.5-10Hz. The interaction between heating and
cooling can reduce deformation by reducing the
deformation of the welding material.
Low-frequency pulse current, coupled with
proper welding speed, can form fish-scale
welds. It is also convenient to use the wire filling
device with low-frequency pulses to optimize
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the weld formation. The pulses oscillate the
molten pool and improve the microstructure of
the weld. A high-frequency pulse can enhance
the concentration and stiffness of the arc,
stabilize the arc, increase the depth of the
molten pool, and increase the welding speed.

Press the waveform selection key to
switch the output waveform in AC mode.
1. Square wave indicator. When the indicator is
on, it indicates that the machine is in square
wave mode. Standard AC square wave features
quick change of polarity, high arc stability, good
dynamic characteristics, and strong aluminum
oxidation film cleaning capability. It is suitable
for welding a wide range of aluminum and
aluminum alloy materials.
2. Triangular wave indicator. When the indicator
is on, it indicates that triangular wave mode is
selected. Triangular wave reduces the heat
input, forms a seam quickly, and reduces the
welding deformation. It is suitable for welding
thin sheets.
3. Sine wave indicator. When this indicator is
on, it indicates that sine wave mode has been
selected. Sine wave features small arc noise
and is softer.

Press the MMA parameter key to switch
the function.
1. Welding current indicator. When the indicator
is on, it indicates that the MMA welding current
has been selected.
2. Hot start indicator. When the indicator is on, it
indicates that MMA hot start current has been
selected.
3. Arc force indicator. When the indicator is on, it
indicates that the MMA arc force current has
been selected.

i

Storage

On the panel, set the welding mode and
parameter information to be saved, and click the

Store key to store the parameters. After the
storage indicator is on, turn the adjusting button
to select the channels (n01～n10). Then, press
the Store key to finish the information storage.
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Press the Store key again(the indicator is off) to
exit the storage operation.

j

Call

When required to call the stored welding mode
and parameter information, click the Call key

to call the parameters. After the call
indicator is on, turn the adjusting button to
select the channels (n01～n10). Then, press the
Call key to finish the information call after
selecting the channels to be called. Press the
Call key again (the call indicator is off) to exit the
storage operation.

6.3. Use of remote controller

6.3.1 Wireless remote controller

1) Wireless pairing: Before welding, press and hold the panel remote control function key

and the pairing key of the wireless simple remote controller at the same time for two
seconds to pair the wireless handheld remote controller. During pairing, the blue wireless

receiver module indicator flashes; after successful pairing, the remote control mode

indicator will be on. At the same time, the blue indicator of the wireless receiver
module will remain on and the welder display window will display "OK". In this case, release
the key to finish the wireless pairing.
2) Disconnecting the wireless connection: After the wireless remote controller is
successfully paired, press and hold the pairing key of the wireless remote controller, or click
the remote control function key on the panel, and the wireless connection of the wireless
remote controller will be disconnected. After the disconnection, the display window of the

welder will display "FAL", and the green indicator of the wireless receiver module will

remain on.
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6.3.2 Wired remote controller

Press the remote control key , and the remote control indicator will turn on; insert the
aviation plug of the wired remote controller into the aviation socket to adjust the welding
current through the wired remote controller.

6.3.3 Optional remote control models

Type Name
Remote
controller
model

Host
Receiver
module

Welding
mode

Picture

Torch
control

Analog torch
trigger

10K
potentiomet

er
Analog
welding
torch

No TIG /

Digital torch
trigger

Digital
welding
torch

No TIG /

Wired

Wired foot
remote
controller

FRC-01(P1
S3)

No TIG

Wired
handheld
remote
controller

HRC-01(P1
S1)

No TIG/MMA

Wireles
s

Wireless
handheld
remote
controller

HRC-02(P1
S2)

Yes TIG/MMA

Wireless foot
remote
controller

FRC-02(P1
S4)

Yes TIG
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Wireless
welding
helmet

MRC-09
(P1S6B001
)

Yes TIG/MMA

Mobile APP / Yes TIG/MMA /

6.4. Welding engineer mode

6.4.1 Standby

1) Press and hold the "Parameter Adjustment Knob" key for 2s to start the countdown. After
the 3s countdown is over, the panel displays "F01"; press the "Parameter Adjustment Knob"
again to enter standby response time settings.
2) Turn the "Parameter Adjustment Knob" to adjust the standby response time. The time is
increased by turning the knob clockwise and decreased by turning the knob
counterclockwise (The standby response time includes four levels: 0, 5, 10, and 15, where 0
means disabled, and other numbers correspond to the response time, expressed in minutes.
The default value is 10.)
3) After adjusting the standby response time, press the "Current Adjustment Knob" to save
the current settings.

4）Press the welding mode key to complete the operation and exit.

5）The standby function is only available in TIG mode. If the machine is not used within the

set response time, it will enter standby state, and only the middle bar of the first digit on the
display panel will flash at a frequency of 1Hz. The machine will wake up immediately to exit
the standby state when the torch trigger, operation panel, or remote controller is used.

6.4.2 Restore factory settings

Press and hold the welding mode key for 5s to restore factory settings. After holding the
key for 1s, the display window will start to count down from 3. When the countdown ends,
the factory settings are restored. If the button is released before the countdown ends, the
restoration will not take place. The factory settings are as shown in Table 6-8.
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The factory settings are shown in Table 6-8.
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Pre-flow
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Finish
current
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Pulse
frequency
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Arc-force
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6.4.3 Barcode display

View barcode

Press and hold the "Parameter Adjustment Knob" and the Welding Mode key

simultaneously for 3s to view the machine barcode. Press any key or press the
"Parameter Adjustment Knob" to exit the barcode display immediately. If you do not perform
any operation on the panel, the barcode automatically exits after 20s.

6.4.4 VRD function

Warning! The electrical connection of the machine must be completed by
electricians with qualification certificates.
Warning! Electric shock may cause death; after power failure, there is still a
high voltage on the equipment, do not touch the live parts on the equipment.

The MMA VRD mode is enabled by default in factory settings, and the user can disable it as
required.
1) VRD ON: Turn the dip switch No.1 to the ON position, indicating that VRD is on, switch

to MMA mode, and the VRD indicator lights on the panel. At this time, the no-load
voltage range of the welder is 9V ~ 15V (TIG only has VRD voltage when doing lift-TIG),
and the VRD light is only lit in MMA mode.

2) VRD off: Turn the dip switch No.1 to position 1, indicating that VRD is off, the no-load
voltage in MMA mode is about 72V, and the VRD light is not on during the whole
process.
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3) Note: As shown on the left, VRD is enabled; The DIP switch in position 2 is

spare key and does not respond when switched.

7. Welding function operation
Warning! Before turning on the power supply, make sure that the equipment
is disconnected to the output. Otherwise, an unexpected arc may be started
when the power is turned on. This can cause damage to the work piece and

to personnel.
Warning! Be sure to wear appropriate protective equipment during welding
or cutting operation. Arcs, spatter, smoke, and high temperatures produced
in the welding process may cause injury to personnel.
Warning! After the power supply is turned off, the output voltage of the
welder may continue for a period and then drop slowly. Please do not touch
the conductive part of the output before the panel is extinguished.

7.1 Function table
Rotate the Parameter Adjustment Knob to select different welding parameters as required.
Regardless of no-load or welding mode, parameter selection and adjustment can be carried
out without affecting the welding. Switch the mode by rolling. "●" indicates that the parameter
is optional, and "×" means not optional.

Welding
mode

Torch
trigger
mode

MMA current Hot start
current

Hot start
current

Arc-force
current

MMA No ● × ● ●

W
elding
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ode

Torch
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Pre-flow
tim

e

Initialcurrent
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p-slope
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Peak
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Finish
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Post-flow
tim

e

Spotw
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e
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intervaltim
e

AC
frequency

AC
balance

Pulse
frequency

Pulse
w
idth

DC
TIG

2T ● ● ● ● × ● ● ● × × × × × ×

4T ● ● ● ● × ● ● ● × × × × × ×

Repeat ● ● ● ● × ● ● ● × × × × × ×
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Spot
welding ● × × ● × × × ● ● ● × × × ×

DC

pulse

TIG

2T ● ● ● ● ● ● ● ● × × × × ● ●

4T ● ● ● ● ● ● ● ● × × × × ● ●
Repeat ● ● ● ● ● ● ● ● × × × × ● ●

AC

TIG

2T ● ● ● ● × ● ● ● × × ● ● × ×

4T ● ● ● ● × ● ● ● × × ● ● × ×
Repeat ● ● ● ● × ● ● ● × × ● ● × ×
Spot

welding ● × × ● × × × ● ● ● ● ● × ×

AC

pulse

TIG

2T ● ● ● ● ● ● ● ● × × ● ● ● ●

4T ● ● ● ● ● ● ● ● × × ● ● ● ●
Repeat ● ● ● ● ● ● ● ● × × ● ● ● ●
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frequency

M
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ratio

Mixed

TIG

2T ● ● ● ● × ● ● ● × × ● ● ● ●

4T ● ● ● ● × ● ● ● × × ● ● ● ●
Repeat ● ● ● ● × ● ● ● × × ● ● ● ●
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7.2. MMA operation

MMA electrode welding process

1. Ih (hot start current) = IΔh (arc starting current) + Ia (welding current), which helps the arc
start, and reduces the sticking tendency of the welding electrode and workpiece during arc
starting. The hot start current usually depends on the welding electrode type and
specification and welding current. For welding electrodes with sound arc start performance
and small diameter, generally select a small hot start current; a large welding current also
has little requirement for a hot start current. The hot start time th is correlated with the arc
starting current – the greater the current, the shorter the arc start time.
2. If (plus arc force current) = IΔf (arc force current) + Ia (welding current), use the electrode
diameter, set current, and process requirements to determine the arc force current. High arc
force settings lead to faster metal transfer and non-sticking electrodes but with some spatter.
Lower arc force settings provide a smooth arc with less spatter and good weld seam
formation, but sometimes the arc is soft or the welding electrode can stick. The arc force
should be increased especially when welding thick electrodes at a small current. Generally,
the arc force is 2040A during the welding.
3. After the short-circuit time exceeds Tp, it enters anti-sticking electrode current, which is
smaller, until the electrode is separated from the workpiece.
4. U0 is the no-load voltage and Uw is the working voltage. When not performing MMA
welding, the welder outputs the open circuit voltage U0 or the VRD voltage.

IΔh
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7.3. TIG operation

7.3.1 DC TIG

DC TIG current waveform

t0-Pre-flow time

I1-Initial current t1-Initial current period

I2-Current corresponding to the up-slope time t2-Up-slope time

I3-Peak current t3-Peak current period

I4-Current corresponding to down-slope time t4-Down-slope time

I5-Finish current t5-Finish current period

t6-Post-flow time

● Initial current (I1): The initial current is the current after the torch trigger is pressed to start
the arc, which should be determined according to the process requirements. A large initial
current facilitates arc starting. However, the initial current should not be too big during the
welding of a thin sheet; otherwise, the workpiece may be burned through during arc starting.
After the arc is started in some operation modes, the current remains at the initial current to
achieve the purpose of preheating the workpiece or lighting.

● Up-slope time (t2): Refers to the time as the current slowly rises from the initial current to
the peak current, which can be determined according to the usage and process
requirements.

● Peak current (I3): Set by the user according to the actual process requirements.

● Down-slope time (t4): Down-slope time refers to the time when the current drops from the

EN
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peak to the finish current, which can be determined according to the usage and process
requirements.

● Finish current (I5): In some operation modes, the arc is not extinguished after the current
down-slope and remains in a state of continuous arcing, which can avoid weld defects or
large craters caused by immediately cutting off the output. This current should be
determined according to the process requirements.

● Pre-flow time (t0): Refers to the time from pressing the torch trigger to sending argon gas
to arc starting. Generally, it should be greater than or equal to 0.5s to ensure that the gas
has been sent to the welding torch at normal flow when discharging arc initiation. It should
be increased when the gas pipe is long.

● Post-flow time t6:Refers to the time from welding current shut-off to the gas valve closing
in the welder. If this time is too long, argon gas waste may result; if this time is too short, the
weld seam and electrode may be oxidized because the gas is stopped too early. The
post-flow time may be longer for AC TIG or special material welding.

7.3.2 DC pulse TIG

DC pulse TIG welding current waveform
I1-Initial current t0-Pre-flow time
I2-Current corresponding to the up-slope time t1-Initial current period
I3-Set pulse current t2-Up-slope time
I4-Current corresponding to down-slope time t3-Peak current running period
I5-Finish current t4-Down-slope time
Ip-Pulse peak current t5-Finish current period
Ib-Pulse base current t6-Post-flow time

tb-Pulse base time
tp-Pulse peak time
T-Pulse period

EN
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Pulse TIG includes all DC TIG parameters, except that the parameters are set differently.
The parameters will not be explained again here. In addition, there are 4 adjustable
parameters, which are explained separately in conjunction with the figure:
● Peak current (Ip): Maximum pulse current, adjusted according to the process
requirements.
● Base current (Ib): Minimum pulse current, adjusted according to the process requirements.
● Pulse frequency (1/T): Pulse period T=tp+tb, adjusted according to the process
requirements.

● Pulse duty cycle (100%*tp/T): the ratio of the peak current duration to the pulse period,
adjusted according to the process requirements.

7.3.3 AC TIG

AC TIG welding current waveform
I1-Initial current
t2-Up-slope time
I3-Set AC peak current
t4-Down-slope time
I5-Finish current
tc-Cleaning current time
T-AC period

The AC TIG has three working modes, each with a different output wave, i.e., square wave,
triangular wave, and sine wave. The AC TIG pre-flow and post-flow times are the same as
the DC TIG mode. Other parameters are described in terms of figures, respectively:
● Initial current (I1), peak current (I3) and finish current (I5): These three parameters are set
approximately equal to the effective values of the actual welding current, and can be
adjusted as required.
● AC frequency (1/T): Can be adjusted as required.
● AC balance (100%*tc/T): Generally, the current of the positive tungsten electrode in AC

EN
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welding is called the cleaning current. Its main function is to break the dense oxide layer of
the workpiece, and the AC balance represents a portion of the cleaning current. This
parameter is usually 10-40%. When the value is small, the arc is concentrated, the fusion
depth is large, and the fusion width is small, and vice versa.

7.3.4 AC pulse TIG welding

Current waveform of AC pulse TIG Welding
tc-Cleaning current time
Tc-AC period
tp-Pulse peak time
Tp-Pulse period
t2-Up-slope time
t4-Down-slope time
Ip-Peak current
Ib-Base current

● AC frequency (1/Tc): Can be adjusted according to process requirements.
● Pulse frequency (1/Tp): Can be adjusted according to process requirements.
● Pulse duty cycle (100%*tp/Tp): Can be adjusted according to process requirements.
● AC balance (100%*tc/Tc): Can be adjusted according to process requirements.
● AC pulse TIG welding supports square, triangular and sine output waveforms. AC pulse
TIG welding is basically the same as AC square wave TIG welding, but its welding current is
controlled by a low-frequency pulse, and therefore changes with the pulse value to form
peak and base current, which are the (average) peak and (average) base values of the
low-frequency pulse.

EP
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● In AC pulse mode, the pulse frequency range is affected by AC frequency and frequency
division factor. The minimum frequency division factor is 10, and the maximum is 2 times the
AC frequency. Therefore, the pulse frequency range is 0.5Hz to AC frequency/10Hz; the
user can select any frequency within that range. When the AC frequency changes, the AC
frequency/actual frequency of the current pulse is equal to the frequency division factor, and
is updated. After the frequency division factor is determined, the current AC
frequency/division factor is set equal to the actual frequency of the current pulse and is
saved, so the pulse frequency does not change. After setting the AC frequency and pulse
frequency, the frequency division factor is determined, which is equal to the AC
frequency/pulse frequency. Example: if the AC frequency is set to 100Hz, the pulse
frequency range is 0.5-10Hz. Set AC frequency to 100Hz at the first time, then the pulse
frequency is set to 5Hz for the first time, the current frequency division factor is 100/5=20. If
the AC frequency is updated to 70Hz, the pulse frequency is 3.5Hz. In other words, when the
pulse frequency remains unchanged, the frequency division factor keeps constant. In this
case, changing the AC frequency may influence the pulse frequency range.

7.3.5 Mixed TIG welding

Current waveform of mixed TIG welding
Note: tc-Cleaning current time

tp-AC period
tp-DC running time
T-Mixed cycle
tu-Upslope time
td-Downslope time
Ip-Peak set current

● AC frequency (1/tp): Can be adjusted according process requirements.
● Mixed frequency (1/T): Can be adjusted as required.
● Mixed duty cycle (100%*Tp/T): Can be adjusted according to process requirements.
● AC balance (100%*tc/tp): Can be adjusted according to process requirements.
● Mixed TIG welding supports the combination of square, triangular, and sine waveforms
with DC.
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● In mixed TIG mode, the frequency range of the welding is affected by the AC frequency
and frequency division factor. The minimum frequency division factor is 10, and the
maximumAC balance is equal to the AC frequency. Therefore, the frequency range of mixed
TIG welding is 1Hz to the AC frequency/10Hz, and the user can select any frequency within
the range. When the AC frequency changes, the AC frequency/actual frequency of the
current mixed TIG welding is equal to the frequency division factor, and is updated. After the
frequency division factor is determined, the current AC frequency/frequency division factor is
equal to the actual frequency of the current mixed TIG welding and is saved, so it does not
change. After setting the AC frequency and mixed TIG frequency, the frequency division
factor is determined as the current AC frequency/mixed TIG frequency. Example: If the AC
frequency is set to 100Hz, the mixed TIG frequency range is 1-10Hz. Set the AC frequency
to 100Hz at the first time and then the mixed TIG frequency is set to 5Hz for the first time, the
current frequency division factor is 100/5=20. If the AC frequency is changed to 70Hz, the
mixed TIG frequency is changed to 3.5 Hz. In other words, when the mixed TIG frequency
remains unchanged, the frequency division factor keeps constant. In this case, changing the
AC frequency may influence the mixed TIG frequency range.

7.3.6 Welding mode description of TIG welding torch

TIG operation mode has a special convention, which specifies the mode or method of
controlling the welding current change by different operations of torch trigger during TIG (DC,
pulse, AC TIG, or mixed TIG) welding. The introduction of TIG operation strengthens the
application of the torch trigger remote control function, so the user can obtain a practical
welder remote controller without additional investment.
The TIG mode should be determined according to the process requirements and operator
preference. It is described in terms of the following figure:

Legend for commonly-used torch trigger operations

Press the torch trigger Release the torch trigger

Mode
No. Operation Schedule Torch trigger operation and typical DC

TIG current curve

1

Spot welding mode:
After the torch trigger is pressed,
the arc starting current reaches
the peak current value. If the
torch trigger is pressed
continuously, the spot welding is
performed at the output current
periodically from the arc starting
time Tspot to the arc
extinguishing time Ttakt;
2. Release the torch trigger to
extinguish the arc in the spot
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welding process.

2

2T mode:
1. Press the torch trigger to
increase the arc up to the peak
current;
2. Release the trigger to slowly
extinguish the arc
3. If the trigger is pressed again
before the arc is extinguished, it
will slowly increase to the peak
current

3

4T mode:
1. Press the torch trigger to start
the arc to the initial current;
2. With the torch switch
released, make the striking arc
ramp up to the peak

current;
3. With the torch trigger
pressed, make the striking arc
ramp down to the

finish current;
4. Release the trigger to
extinguish the arc

4

Repeat mode:
1. Press the torch trigger to start
the arc to the initial current;
2. Release the torch trigger to
slowly increase the initial current
to the peak current;
3. Press the torch trigger to
slowly drop the initial current to
the finish current;
4. Release the torch trigger to
slowly increase the initial current
to the peak current;
5. Repeat steps 3 and 4 until the
arc is extinguished by pressing
the torch trigger twice within
300ms.

Press
torch
trigger
again

Press the torch twice
continuously
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7.3.7 Aviation socket of the torch trigger

1. Pin1 (power supply VCC), Pin2 (analog signal), and
Pin3 (analog ground) are for the analog torch current
adjustment.
2. Pin4 (Decrease key), Pin5 (Increase key), and Pin6
(Parameter selection key) are for digital torch adjustment.
3. Pin 7 is the digital torch/analog torch identification
terminal. The high level is for the digital torch and the low
level is for the analog torch.
4. Pin8 (torch trigger) and Pin9 (power supply ground) are
the torch trigger.
5. The aviation socket of the torch trigger can be
connected with the digital torch, analog torch, wired pedal
controller, and wired handheld controller.
6. With Pin 2 as the common terminal of the potentiometer,
when the torch control roller value is 0 and the current
value is at the minimum, the resistance of pins 1 and 2 is
10kΩ, and the resistance of pins 2 and 3 is 0Ω; when the
roller value is at the maximum and the current value is at
the maximum, the resistance of pins 1 and 2 is 0Ω, and the
resistance of pins 2 and 3 is 10kΩ.
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7.3.7 Use of foot pedal controller

1. The foot remote controller consists internally of a switch
and potentiometer, as shown in the figure.
2. Use a dedicated cable to connect the pedal controller to
Pins 1, 2, 3, 6, 7, 8, and 9 of the torch trigger’s aviation
socket on the front panel of the welder.

3. Under no load, press to turn the indicator on. At
this time, the foot pedal controller is in remote control
mode.
4. Adjust the maximum welding current on the panel to start
welding.
5. Step on the foot remote controller to start the arc,
generally using the non-contact arc starting mode. After it is
started, the welding current will be controlled by the foot
remote controller, using the maximum output of the current
setting.
6. Pin 2 is the common potentiometer port. When the foot
remote controller current is at the minimum, the resistance
of pins 1 and 2 is 10kΩ, and of pins 2 and 3 is 0Ω; when the
current is at the maximum, the resistance of pins 1 and 2 is
0Ω, and of pins 2 and 3 is 10kΩ.
Note: The foot pedal controller is optional. Select it
before placing an order if required.

9-pin aviation socket of

pedal controller
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7.3.8 Use of wired welding torch

Torch trigger
Current

adjustment
potentiometer

Analog adjustable
welding torch

Parameters +
Parameter
selection

Torch
trigger

Parameter
s -

Digital adjustable
welding torch

9-pin aviation socket of analog torch trigger

1. The wired welding torch include digital and analog
types, as shown in the following figure.
2. Use a dedicated cable to connect the analog
welding torch to Pin 1 (power supply VCC), Pin 2
(analog signal), Pin 3 (analog ground), Pin 8 (torch
trigger), and Pin 9 (power supply ground) of the torch
trigger's aviation socket on the front panel of the
welder.
Note: Pin 7 (analog torch identification) is connected
with Pin 9 when the analog torch is connected.
With Pin 2 as the common terminal of the
potentiometer, when the torch control roller value is 0
and the current value is at the minimum, the resistance
of pins 1 and 2 is 10kΩ, and the resistance of pins 2
and 3 is 0Ω; when the roller value is at the maximum
and the current value is at the maximum, the
resistance of pins 1 and 2 is 0Ω, and the resistance of
pins 2 and 3 is 10kΩ.
3. Use a dedicated cable to connect the digital welding
torch to Pin 4 (Decrease key), Pin 5 (Increase key),
Pin 6 (Parameter selection key), Pin 8 (Torch trigger),
and Pin 9 (Power supply ground) of the torch trigger's
aviation socket on the front panel of the welder. Note:
Pin 7 of the digital torch is reserved.

4. Under no load, press the key to turn on the

indicator . At this time, the welding torch is in the

torch control mode.
5. When using the analog welding torch, set the
welding parameters on the panel to start welding.
During welding, the potentiometer can be used to
adjust the welding current from the minimum to the set
value.
6. When using the digital welding torch, the
"Parameter Selection" key on the torch can be used to
switch the adjustment parameter; "Parameter
Increase" and "Parameter Decrease" keys can be
used to adjust the parameter value; and "Torch
Trigger" on the welding torch can be used to control
the current output.
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Wiring diagram of digital torch

6.1 Wiring method:
Torch trigger: Pins 8-9; +: Pins 5-9; -: Pins 4-9
Functional parameter selection: Pins 6-9 (Pin 9 is
power supply ground)
Note: The analog and digital welding torches are
optional. Specify before placing an order if
required.

7.3.9 Water cooler connector

Water cooler junction box

With junction-box type power supply
1. The brown wire is the terminals of the water cooler
power supply, the gray wire is common terminals of
power and signal, and the black is the abnormal signal
terminal of the water cooler.
2. Connect the welder to the water cooler before the
power-on. Under no load, press the water cooler control

key to turn on the indicator . The welder will enter
the water-cooled mode during welding.
3. After welding, the water cooler will continue to
operate for 5 minutes. After 5 minutes, the host will shut
off the power supply of the water cooler automatically,
and the water cooler enters the energy-saving standby
mode.
4. If the water cooler is not used, press the water cooler

control key to turn off the indicator and disable
the water cooling mode.
Note: The welder can only use the original supporting
water cooler. Do not use water coolers purchased from
other manufacturers.

Power port for cooler

Common port 2 for cooler
1

Sensor signal for cooler
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Water cooler connector ( Optional )

With 4-pin connector power supply
1. Pin_1 is terminals of the water cooler power supply,
pin_2 is common terminals of power and signal, pin_3 is
the abnormal signal terminal of the water cooler, and
pin_4 is grounding terminal.
2. Connect the welder to the water cooler before the
power-on. Under no load, press the water cooler control

key to turn on the indicator . The welder will
enter the water-cooled mode during welding.
3. After welding, the water cooler will continue to
operate for 5 minutes. After 5 minutes, the host will shut
off the power supply of the water cooler automatically,
and the water cooler enters the energy-saving standby
mode.
4. If the water cooler is not used, press the water cooler

control key to turn off the indicator and disable
the water cooling mode.
5. Note: The welder can only use the original supporting
water cooler. Do not use water coolers purchased from
other manufacturers.

4-pin socket
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8. Maintenance
Warning! The following operations must be performed by the operator with
professional knowledge of electricity and safety. The operator should have
valid qualification certificates that prove his/her capability and knowledge
background.
Warning! Please make sure that the input cable of the welder is
disconnected from the power grid before opening the case.

8.1. Power supply maintenance

1) Regularly check the internal circuit connection of the welder to confirm that the circuit
connection is correct, and the connector is firm (especially for inserted connectors or
components). If rust or looseness is found, sandpaper should be used to remove the rust
layer or oxide film, then reconnect and tighten it.
2) Do not put hands, hair, tools, etc. near the live devices in the machine when it is energized,
such as fans, so as to avoid personal injury or damage to the machine.

3）Dry and clean compressed air should be used to blow off the dust regularly. If the welder

that is used in an environment with heavy smoke and severe air pollution should be
dedusted daily. The compressed air pressure should remain at a reasonable level to avoid
damage to the small components in the welder.

4）Avoid water or moisture entering the interior of the welder. If this condition occurs, the

interior of the welder should be dried. Subsequently, use a megohmmeter to measure the
insulation condition of the welder (including between the connection nodes and between the
connection point and the enclosure). Do not proceed with welding unless confirming that
there is no abnormal condition.
5) Regularly inspect all cable insulation layers of the welder for damage, wrap them up or
replace as necessary.
6) Welder not used for a long time should be put into the original packaging box and stored
in a dry environment.
7) Regularly checking the power switch, grounding device, welding torch, and coupling
output device is required. If rusted, loosened, or connected improperly, remove the rust, or
tighten the loosened and improperly connected parts.
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8.2. Welding torch maintenance
In TIG mode, the TIG welding torch is used to clamp the electrode, conduct electricity and
transport argon gas.
Regular maintenance of welding torch is one of the most important measures to ensure its
normal operation and improve its life. In order to ensure normal maintenance, the wearing
parts of the torch should have spares. Generally, the quick-wear parts of the welder include
the collet, nozzle, sealing mesh, insulating washer, etc. Common faults of the welding torch
include overheating, gas leakage, water leakage, poor gas protection, power leakage,
nozzle burn out, and cracking. The causes of these faults and troubleshooting methods are
as shown in the following table:

Symptom Reasons Troubleshooting

The welding
torch is

overheated

The welding torch capacity is too
small

Replace with a welding torch with
one with large capacity

The cooling water pipe is blocked,
resulting in blockage or low
cooling water flow

Blow the cooling pipe with
compressed air to clear the blockage

The collet fails to clamp the
tungsten electrode

Replace the collet or electrode cap

Water leakage

The sealing ring is aged Replace the sealing ring
The water pipe joint is damaged
or not fastened

Reconnect the water pipe and
tighten it

The weld between the welding
torch and the water inlet pipe is
leaking

Open it to repair the welding

Air leakage

The sealing ring is aged Replace the sealing ring

The connecting thread is loose Tighten it

The gas inlet pipe joint is
damaged or not fastened

Cut off the damaged joint, reconnect
and tighten the replaced gas intake
pipe or reliably wrap the damaged
area

The gas inlet pipe has been
damaged by heat or aging

Replace the gas inlet pipe

Electric leakage

The torch head is wet due to
leakage or other reasons

Find the cause of water leakage, and
fully dry the electrode holder

The torch head is damaged or the
live metal part is exposed

Replace the torch head or wrap the
exposed electrified metal part with
adhesive tape

Poor gas The welding torch is leaking Eliminate the leakage



Page 47

protection
The nozzle diameter is too small

Replace with a nozzle of larger
diameter

The nozzle is damaged or
cracked

Replace with a new nozzle

The gas circuit in the welding
torch is blocked

Blow the circuit with compressed air
to clear the blockage

The gas screen has been
damaged or lost during
disassembly and assembly

Replace with a new gas screen

The argon gas is impure Replace with qualified argon gas

The gas flow is too large or small Adjust the gas flow properly

Arc is started
between the

electrode holder
and tungsten
electrode or
welding torch

The collet and tungsten electrode
have poor contact, or arc is
started when the tungsten
electrode contacts the base metal

Replace the collect or repair

The collet and welding torch have
poor contact

Connect the collect and welding
torch properly

9. Troubleshooting
Warning! The following operations must be performed by the operator with
professional knowledge of electricity and safety. The operator should have
valid qualification certificates that prove his/her capability and knowledge
background. Please make sure that the input cable of the welder is
disconnected from the power grid before opening the case.
Warning! After some models are disconnected from the input power supply,
the capacitor in the machine may have a high voltage within a period. Please
discharge before testing.

9.1. Common malfunction analysis and solution
Warning: The welder may be damaged during use. After you confirm that the
welder is damaged, the welder should be repaired promptly. The welder can
be repaired only by the personnel who have received professional training.
Do not have the welder repaired by non-professional personnel; otherwise,
the fault scope may be further extended, or more valuable parts are
damaged.

The faults listed above may be related to the accessories, gas, environmental factors, and
power supply you use. Please try to improve the working environment to avoid these faults.
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Elimination of general problems in MMA
Symptom Reasons Troubleshooting

Fan does not rotate or
rotates abnormally after
power on

The air temperature
may be too low or
the fan may be
damaged

When the temperature is too low, leave
the machine work for a while. The
temperature in standby will rise, then fan
will resume normal operation. If it is still
not working, it is necessary to replace
the fan.

MMA

Hard to start the
arc

Arc hot start current
is low
Or the hot start time
is short

Increase arc start current or arc start
time

Unstable arc or
excessive
molten pool
during arc start

Arc start current is
high
Or the arc start time
is long

Reduce arc start current or start time
appropriately

Cannot start
normal arc

The power cord is
not connected
properly

Connect the power cord

Welding slag is
difficult to
remove

Low arc force Increase the arc force

Hot electrode
holder

The rated current of
the electrode holder
is too low

Change the electrode holder with a
higher current one

Arc is easily
interrupted

Low mains voltage Use after the mains power is normal

Other malfunction
Please contact the maintenance
personnel of Shenzhen JASIC
Technology Co., Ltd.

Elimination of general problems in TIG
Symptom Reasons Troubleshooting

Fan does not rotate or
rotates abnormally
after power on

The air temperature
may be too low or the
fan may be damaged

When the temperature is too low, leave the
machine work for a while. The temperature
in standby will rise, then fan will resume
normal operation. If it is still not working, it
is necessary to replace the fan.
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Arg
on
arc
wel
din
g

No current
output when
torch trigger is
pressed

Some TIG modes
allow welding to end
when the switch is
pressed

Release the torch switch and start over

Welding circuit is
open Check the welding circuit and reconnect it

No discharge
after pressing
the torch switch
to start the arc
when starting
the arc at high
frequency

The torch switch is
not plugged in Plug in the torch switch

Excessive spark gap
of discharge plate

Adjust the spark clearance of the
discharge panel (about 1mm)

Rapid tungsten
electrode
burnout

The welding torch
and ground cable are
connected with
polarity reversed

Reverse the two connectors (Note: If the
rapid tungsten electrode burnout occurs in
the AC TIG mode, please confirm that the
AC balance is excessive, it is
recommended that the AC balance range

is 10%～40%)

Blackening of
solder joints

Welds are not
effectively protected
and oxidized

⑴Ensure that the valve of argon cylinder is
open and there is enough pressure.
Generally, if the cylinder pressure is lower
than 0.5 MPa, it must be refilled.
⑵Check whether the argon flow rate is
normal. You can select the flow rate
according to the welding current condition,
but too low a flow rate may lead to
insufficient shielding gas to cover all weld
joints. It is suggested that the argon flow
rate be no less than 5L/min, no matter how
small the current.
⑶Check whether the gas path is leaking,
or whether the gas purity is too low.
⑷Check whether there is strong ambient
air flow in the environment.

Hard to start arc
Arc is easily
interrupted

Poor quality or
serious oxidation of
the tungsten
electrode

⑴The original tungsten electrode is
replaced with one with better quality.
⑵Grind off the tungsten oxide layer.
⑶Select the setting with a long lagging
time for gas shut-off to avoid the
oxidization of the tungsten electrode.
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Unstable current
when welding

The mains voltage
fluctuates heavily, the
mains line is
contacted poorly, or
other electric
consumers cause
serious inference.

⑴Check whether the power grid is normal
and connect the power supply properly.
⑵Connect the welder to the power cable
that is not connected with the equipment
that may cause serious interference.

Other malfunction Please contact the maintenance personnel
of Shenzhen JASIC Technology Co., Ltd.

9.2. Alarm and solutions
Error
code Category Possible

cause Countermeasure

E10 Overcurren
t protection

Continuously
output the
maximum
capacity
current of
welder

Restart the welder. If it is still in overcurrent
protection, contact the after-sales department of
the company.

E30 Open-phas
e protection

The input
network has a
loss of phase
problem

Please restart the welder after it is shut down. If
this fault still exists, ask an electrician to check
whether the power network has a loss of phase
problem; if the power network voltage is normal
but the loss of phase alarm still exists, contact the
professional maintenance personnel.

E31
Under-volta
ge
protection

Input network
voltage is too
low

Turn off the machine and restart it. If this alarm
cannot be eliminated and the grid voltage remains
too low, check the power grid voltage and wait for
the grid to be normal before welding. If the grid
voltage is normal and the alarm persists, contact
professional maintenance personnel.

E32 Overvoltag
e protection

Input network
voltage is too
high

Turn off the machine and restart it. If the alarm
cannot be eliminated and the grid voltage remains
too high, check the power grid voltage and wait for
the grid to be normal before welding. If the grid
voltage is normal and the alarm persists, contact
professional maintenance personnel.



Page 51

E34
Drive
voltage
protection

Low power
supply chip
voltage

Turn off the machine and restart it. If the alarm
cannot be eliminated, contact professional
maintenance personnel.

E60

Primary
inverter
overheatin
g protection

Primary
inverter IGBT
temperature
too high

Do not turn off the machine. Wait for a while, and
then continue welding after the indicator goes out.
If this fault is not eliminated, contact professional
maintenance personnel.

E61

Secondary
inverter
overheatin
g protection

Secondary
inverter IGBT
temperature
too high

Do not turn off the machine. Wait for a while, and
then continue welding after the indicator goes out.
If this fault is not eliminated, contact professional
maintenance personnel.

E71
Water
cooler
alarm

The water
cooler is not
connected, the
water cooler
has insufficient
water, or its
overheating
protection is
triggered.

Check whether the water pipe of the water cooler
is connected properly; check whether the water
pipeline is bent; check whether the water cooler
connector is connected to the welder; if not
connected, power off the water cooler and then
connect it again. After being connected properly,
power on the water cooler. If this problem is not
eliminated, contact professional maintenance
personnel.

U01
Hall
open-circuit
ed

The output
current Hall
sensor line is
open.

Remove the Hall sensor connector plug from the
control panel; check whether the Hall sensor cable
is loosened or in poor contact condition. After the
check, connect the Hall sensor connector plug and
power on it again. If this problem cannot be
eliminated, contact professional maintenance
personnel.

U02

Output
short-circuit
on the
welder side

The output
circuit of the
welder is
short-circuited.

Check whether the output circuit of the welder is
short-circuited. After the check, power on the
welder. If this problem cannot be eliminated,
contact professional maintenance personnel.

U03
Encryption
key
abnormal

The encryption
chip burns an
incorrect key.

After the power-off, power on the machine again. If
this problem cannot be eliminated, contact
professional maintenance personnel.

U04

Startup
data
reading
abnormality

There is an
error in the
data stored by
the single-chip
microcomputer.

After the power-off, power on the machine again. If
this problem cannot be eliminated, contact
professional maintenance personnel. (Note: After
the abnormality lasts for 10s, the welder resumes
normal automatically. In this case, the exception

alarm indicator remains on)
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U05 Fan
abnormality

The fan power
supply circuit is
abnormal

Remove the fan connector plug from the control
panel; check whether the fan cable is loosened or
in poor contact condition. After the check, connect
the Hall sensor connector plug and power on it
again. If this problem cannot be eliminated,
contact professional maintenance personnel.
(Note: After the abnormality lasts for 10s, the
welder resumes normal automatically. In this case,

the exception alarm indicator remains on.)

U06 Gas valve
abnormality

The gas valve
power supply
circuit is
abnormal

Remove the gas valve connector plug from the
control panel; check whether the gas valve cable
is loosened or in poor contact condition. After the
check, connect the Hall sensor connector plug and
power on it again. If this problem cannot be
eliminated, contact professional maintenance
personnel. (Note: After the abnormality lasts for
10s, the welder resumes normal automatically. In

this case, the exception alarm indicator

remains on.)

Note: After applying the above countermeasures, the alarm still persists or reappears
after lifting. Please contact professional maintenance personnel.

10. Packaging, transportation, storage and waste
disposal

10.1. Transportation requirements
In the process of handling the equipment, it should be handled with care, and should not be
dropped or severely impacted. Avoid moisture and rain during transportation.

10.2. Storage conditions
Storage temperature:-25℃ - +50℃
Storage humidity: relative humidity ≤ 90%
Storage period: 12 months
Storage site: indoors with no corrosive gas and air circulation
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10.3. Waste disposal

Do not dispose of the equipment with normal waste.
The electric equipment that has reached the end of its service life by referring to the
Directive 2012/19/EU on Waste Electrical and Electronic Equipment (WEEE), the Directive
2011/65/EU on the Restriction of the Use of Certain Hazardous Substances in Electrical and
Electronic Equipment, and national laws must be collected separately and transported to the
appropriate environmental protection and recovery agency. The equipment user must be
sent to the local recovery center according to the instructions of the local government or
representative office. Following these regulations helps protect the environment and human
health.
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Appendix 1: Wiring diagram of the machine
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Appendix 2: List of common spare parts 1

List of spare parts

SN
Material
code

Name Quantity
S
N

Material
code

Name Quantity

1 51005824 Top cover 1 30 10079069 Secondary
inverter

insulation board

1

2 51006371 Filter capacitor 2 31 51006529 Chassis 1
3 51001782 Handle 1 32 51006567 Primary inverter

radiator
1

4 51006429 Main control
panel

1
33

51006523 Primary inverter
insulation paper

1

5 51006512 Main control
panel mount

1 34 51000360 Wire-through
ring

1

6 51006519 Left cover 1 35 51006581 Primary inverter 1
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mount
7 51006431 Arc starter board 1 36 10076455 Current

transformer
board

1

8 51006528 HF insulation
board

1 37 51006493 Primary inverter
PCB board

1

9 51006510 Arc striking
support

1 38 51000106 Ceramic wafer 1

10 51006489 Power panel 1 39 51002305 Insulation
washer

1

11 51006587 Primary
transformer

1 40 51006552 Reactor 1

12 51005816 Front panel
bracket

1 41 51006449 Fan mount 1

13 51006593 HD digital display
sticker

1 42 51006344 Fan 1

14 51001893 Knob 1 43 51005678 Rear panel 1
15 51006613 Display panel

mounting plate
1 45 51006142 Water

cooler hole
shim

1

16 51006440 Display panel 1 46 51006269
Spring-loaded
cable fastener

1

17 51005683 Front panel 1
47

51006514 Rear
mounting plate

1

18 51006513 Motherboard
mount

1
48

51006316 Solenoid
valve

1

19 51002374 Quick connector
plug

2
50

51005815 Rear panel
support

1

20 51001656 Outlet nozzle 1 51 10105811 Power
switch

1

21 51006274 Nine-pin aviation
socket

1
52

51006071 Rectifier
bridge

1

22 51006531 Negative
connector

1
53

51006520 Right cover 1

23 10077038 SM insulator 1
54

51006521 Medium
septum

1

24 51006399 Arc striking coil 1 51006511 EMC 1
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55 bracket
25 51000358 Wire-through ring 1

56
10068082 EMC board 1

26 51006526 Secondary
inverter insulation

paper

1
57

51005817 Copper
connector

1

27 10073272 Secondary
inverter PCB

board

2

28 51006612 Secondary
inverter support

1

29 51006551 Secondary
inverter radiator

1
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